
FFA Passive Fire Solutions

Automatic Door Drop Seal
FFA-DDS-4

The FFA-DDS-4 Heavy Duty Automatic Door Drop Seal is a concealed, heavy-duty 
automatic door bottom seal designed to improve the acoustic, medium temperature 
smoke and fire performance of timber and metal doors. Its robust construction makes it 
ideal for high-use and demanding applications where long-term durability and reliable 
sealing performance are essential.

The seal is fully mortised into a groove at the bottom (or top) of the door. An internal 
spring-loaded mechanism automatically retracts the black silicone sealing gasket when 
the door is opened, preventing contact with the floor and reducing wear. As the door 
closes, an adjustable actuator button contacts the door jamb, activating the 
mechanism and lowering the sealing gasket evenly onto the floor to create a tight and 
consistent seal across the full width of the door.

This automatic operation ensures smooth door movement, protects the sealing gasket 
from unnecessary abrasion, and provides reliable long-term acoustic and smoke sealing 
performance.

Heavy-Duty Construction
The FFA-DDS-4 is manufactured with a heavy-duty 
aluminium body and high-quality components to provide 
exceptional strength, durability and long service life. It is 
designed to withstand frequent operation in demanding 
commercial and industrial environments while maintaining 
consistent sealing performance.

Adjustable Actuator Button
The adjustable actuator button activates the automatic sealing mechanism when 
it contacts the door jamb as the door closes. This lowers the sealing gasket evenly 
onto the floor to create a tight seal. When the door is opened, the spring-loaded 
mechanism automatically retracts the gasket, preventing floor contact and 
reducing wear for smooth, reliable operation.
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Specification

Cutting back length
Do not shorten the seal beyond the minimum lengths indicated below,
as this may impair the normal operation of the internal mechanism.

FFA-DDS-4
Heavy Duty Automatic Concealed Door Drop Seal
Heavy Duty Aluminium Alloy Body with Silicone Rubber Seal
Grey
Satin Silver Aluminium
Concealed
21 × 38 mm
3 mm to 14 mm
920 mm
Automatic Spring-Loaded Mechanism
Timber and Metal Single & Double Hinged Doors

920mm cuts to 820mm

Concealed Installation
The FFA-DDS-4 is fully concealed within a 21 × 38 mm machined 
groove in the bottom of the door, providing a clean and 
unobtrusive appearance. It is suitable for both timber and metal 
doors and can be fitted into the bottom rail of metal doors 
during fabrication. Built-in level adjustment allows accurate 
sealing against uneven floor surfaces.

Applications
suitable for: Single leaf doors, Double leaf doors, Timber doors, 
Metal doors, Commercial buildings, Industrial facilities, High-use 
door applications

Installation Options
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Specifications may change without notice as part of our ongoing product development program. Always refer to the latest
product data sheet and installation instructions. Products should be installed in accordance with the applicable Australian
Standards and relevant building regulations.
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