
FFA Passive Fire Solutions

Intumescent Fire Strip
FFA-IFS1504

The FFA-IFSS1504 Fire & Smoke Intumescent Seal is a combined fire and smoke sealing solution designed for 
fire-rated doors. It combines a high-performance exfoliated graphite intumescent core with an integrated smoke 
seal (pile brush), providing effective everyday smoke sealing while automatically expanding during a fire to help 
maintain the integrity of the fire door assembly.

The seal is installed between the door leaf and frame, where the 6 mm pile brush helps reduce the passage of smoke, 
dust and draughts under normal operating conditions. During a fire, the intumescent core rapidly expands to fill the 
clearance gap, helping to reduce the passage of flames, hot gases and smoke.

Supplied in a durable PVC casing with a strong self-adhesive backing, the seal provides quick installation and a clean 
professional finish. Wood grain finishes are also available upon request.

Self-Adhesive Installation
The FFA-IFSS1504 is supplied with a factory-applied self-adhesive 
backing for fast and simple installation. Simply remove the 
protective liner and apply the seal to a clean, dry surface within 
the prepared groove or rebate.

The durable PVC casing protects the sealing components while 
providing a neat, professional appearance suitable for both new 
installations and retrofit applications.

Intumescent Fire Protection
The FFA-IFSS1504 contains a high-performance intumescent 
material that begins to expand when exposed to temperatures 
of approximately 100°C to 120°C.

As temperatures rise during a fire, the material rapidly expands 
into a dense insulating char, filling the gap between the door and 
frame. This expansion helps reduce the passage of flames, hot 
gases and smoke, assisting the fire door assembly in maintaining 
its fire integrity.

Smoke Seal (Pile Brush)
The integrated 6 mm pile brush provides an effective barrier against the passage of smoke, dust and draughts during 
normal operation. The densely packed nylon bristles seal the clearance gap between the door and frame while 
allowing the door to open and close smoothly with minimal friction.

In the early stages of a fire, the pile brush helps reduce the spread of cold smoke, improving occupant safety and 
assisting in maintaining protected escape routes. As temperatures rise, the intumescent core automatically expands 
to provide additional fire protection.
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Specification

FFA-IFSS1504
Intumescent Fire Seal - Fire & Smoke
Intumescent Core with Pile Brush in
PVC Casing
Brown
15 × 4 × 2100 mm
6 mm
Self-Adhesive
Approximately 100°C – 120°C
Up to 10 Times Original Thickness
Approximately 1.25–1.35 g/cm³
Fire-Rated Timber and Metal Doors
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Specifications may change without notice as part of our ongoing product development program. Always refer to the latest
product data sheet and installation instructions. Products should be installed in accordance with the applicable Australian
Standards and relevant building regulations.
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